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NOTES!

1. On eroslon controt paper, check stots, in ditch channel shalt ke
spaced so that one accurs within each 50 on slopes of mare than 4%
and less than 6% Dn slopes of 6% or more, they shall be spaced so
that one occurs within each 257,

2 Staples are to be placed alternately, in colurns approxinatel;
apart and In rows opproximately 3’ apart. Approximately 175 stoples
are required per 4'x 225' roll of material and 125 stoples are
required per 4'x 150' roll of materiat.

3. Erosion control material shell be placed loosely over ground surface.
Da not stretch.

4. All terminol ends and transverse laps shall be stapled at

OL._NOTES;

1. EROSION CONTROL MEASURES SHALL MEET ALL REQUIREMENTS OF THE VILLAGE AND THE
ENVIRONMENTAL PROTECTION AGENCY, N.P.D.E.S. PERMIT CONSTRUCTION SITE ACTIVITIES.

2. UNLESS OTHERWISE INDICATED, ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT
CONTROL PRACTICES WILL BE CONSTRUCTED ACCORDING TO MINIMUM STANDARDS AND
SPECIFICATIONS IN THE ILLINOIS URBAN MANUAL REVISED FEBRUARY 2002

3. THE KANE-DUPAGE SOIL AND WATER CONSERVATION DISTRICT (KDSWCD) MUST BE NOTIFIED
ONE WEEK PRIOR TO THE PRE-CONSTRUCTION CONFERENCE, ONE WEEK PRIOR TO THE

COMMENCEMENT OF LAND DISTURBING ACTIVITIES, AND ONE WEEK PRIOR TO THE FINAL INSPECTION.

4. A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL. PLAN SHALL BE MAINTAINED ON
THE SITE AT ALL TIMES.

5. PRIOR TO COMMENGING LAND -DISTURBING ACTIVITIES IN AREAS OTHER THAN INDICATED ON THESE
PLANS (INCLUDING BUT NOT LIMITED TO OFF- SITE BORROW OR WASTE AREAS) A SUPPLEMENTARY

EROSION CONTROL PLAN SHALL BE SUBMITTED TO THE OWNER
FOR REVIEW BY THE KDSWGD.

6. THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL EROSION CONTROL
MEASURES NECESSARY TO PREVENT EROSION AND SEDIMENTATION AS DETERMINED BY THE
KDSWCD.

7. DURING DEWATERING OPERATIONS, WATER WILL BE PUMPED INTO SEDIMENT BASINS OR SILT TRAPS.

DEWATERING DIRECTLY INTO FIELD TILES OR STORM WATER STRUCTURES IS PROHIBITED,

8. IN AREAS WHERE WORK 1S COMPLETE, PERMANENT STABILIZATION SHALL OCCUR WITHIN 7 DAYS OF

COMPLETION, AND IN AREAS WHERE WORK HAS TEMPORARY CEASED FOR 21 DAYS OR MORE

TEMPORARY STABILIZATION SHALL OCCUR BY THE 14TH DAY AFTER WORK HAS CEASED. TEMPORARY

SEEDING SHALL BE IDOT CLASS | & PERMANENT SEEDING SHALL BE IDOT CLASS |

9. STOCKPILE OF SOIL & OTHER BUILDING MATERIALS TO REMAIN iN PLACE MORE THAN 3 DAYS SHALL BE
FURNISHED W/EROSION & SEDIMENT CONTROL MEASURES (L.E. PERIMETER SILT FENCE). STOCKPILES TO

REMAIN IN PLACE FOR 30 DAYS OR MORE SHALL RECEIVE TEMPORARY SEEDING.

=

0. PROPERTIES ADJACENT TO SITE OF A LAND DISTURBANCE SHOULD BE PROTECTED FROM SEDIMENT

DEPOSITION. THIS MAY BE ACCOMPLISHED BY PERIMETER CONTROLS SUCH AS FILTER FENCE OR DIKES,

OR OTHER APPROVED MEASURES.

-

. EROSION-CONTROL MEASURES MUST BE CONSTRUCTED AS A FIRST STEP IN GRADING AND BE MADE

SILT FENCE PLAN

SILT FENCE WITH WIRE SUPPORT PLAN
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DETAIL 2 approximately 127 intervels. FUNCTIONAL BEFORE UP SLOPE LAND DISTURBANCE TAKES PLACE. !
REFFERENCE STANDARD IWG. NO. REFFERENCE STANDARD DIWG. NI
12. ALL STORM SEWER INLETS WHICH ARE MADE OPERABLE DURING CONSTRUCTION SHALL BE PROTECTED
P v — . . 4
) T p— NRCS 1L-530 Terbred ot S 1L-530 BY EITHER AREA DRAIN PROTEGTION, DIKE IN GRADED AREAS, OR BY WRAPPING FILTER FABRIC AROUND THE o o 3" Mn Vire Nesh In Trench
Checied Tate SEEET 1 OF B Checied Date IHET 2 OF 2 GRATE IN PAVED AREAS. Compacted BackfIlt Compacted Backfill
Approved Date DATE  3-24-54 dpproved Tate _ BATE 3153 5
13. WHEN EVER CONSTRUCTION VEHICLE ACCESS ROUTES INTERSECT PAVED PUBLIC ROADS, PROVISIONS o v,
SHOULD BE MADE TO MINIMIZE THE TRANSPORT OF SEDIMENT (MUD) BY RUNOFF OR VEHICLE TRACKING
ONTO THE PAVED SURFACE. FABRIC ANCHIOR DETAIL FABRIC ANCHOR DETAIL
INLET PROTECTION - FABRIC DROP PLAN 14. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHOULD BE DISPOSED OF WITHIN 30 DAYS NOTES!
AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED. NOTES: 1.Wires of mesh suppart sholl be min. gage no. 18,
TRAPPED SEDIMENT AND OTHER DISTURBED SOIL AREAS RESULTING FROM THE DISPOSITION OF TEMPORARY 1. Temporary sediment fence sholl be instolled prior to any groding work 2. Temporary sediment fence shall be installed prior to any grading work
Edge [F Roudwoy Or Top OF Earth Dike MEASURES SHOULD BE PERMANENTLY STABILIZED TO PREVENT FURTHER EROSION AND SEDIMENTATION. In the areo 4o ke protected. They shall ke mointained throughout the In the area to be protected, They shall be molntained throughout the
construction pericd and removed In conjunction with the final grading construction period ond removed in conjunction with the final grading
15. ALL TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL MEASURES SHOULD BE MAINTAINED and site stablization. and site stabllization.
AND REPAIRED AS NEEDED TO ASSURE CONTINUED PERFORMANCE OF THEIR INTENDED FUNCTION. 2.Fliter fabric shoil meet the requirements of materlal specification 3. Filter fabric shall meet the requirements of material specification
592 Geotextile Toble 1 or 2, Closs I with equivalent opening size of 592 Geotextile Toble 1 or 2, Class I with equivalent opening size of
16. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REMOVAL AND RESPREADING OF ANY MATERIAL ot least 30 For nonwoven and 50 for woven. ot least 30 for nonwoven ond 50 For woven.
THAT IS DEPOQSITED OFF- SITE. @, Fence posts shall be elther standord steel post or wood post with o 4. Fence posts sholl be elther standord steel post or wood post with a
minimum cross-sectional area of 30 sq. In minimum cross—sectional orea of 3.0 sq. In
17. ALL EROSION CONTROL MEASURES MUST BE INSPECTED WEEKLY & AFTER EACH 1/2" RAIN EVENT.
7 18. ALL ADJACENT STREETS MUST BE KEPT CLEAR OF DEBRIS, INSPECTED DAILY & CLEANED WHEN NECESSARY. o @ NRCS ;{tugg]n Ve e - NRCS ISI:A:Z;VM &
] Designed Be —e Dot
- \J‘ 19, TOP SOIL, 6" MINIMUM, SEEDING TYPE | AND FERTILIZER AND EROSION CONTROL BLANKET ARE TO BE PLACED Cheded SWET L OF 2 e Dete 0 SHET 1 O 2
Excavate And OVER ALL DISTURBED AREAS, FOR FINAL RESTORATION. fpprove LU | Approved Dute e
Re-Compact
Earth 20. PRIORITY SHALL BE GIVEN TO THE COMPLETION AND STABILIZATION OF THE DETENTION AREAS.
WORK IN THESE AREAS SHALL NOT BE PROLONGED IN ATTEMPT THAT ALL FINAL GRADING AND
Post Driven STABILIZATION CAN TAKE PLACE AT ONE TIME.
Into Ground
21. WINTER SHUT DOWN SHALL BE ADDRESSED EARLY IN THE FALL GROWING SEASON SO THAT SLOPES
AND OTHER BARE EARTH AREAS MAY BE STABILIZED WITH TEMPORARY AND/OR PERMANENT
VEGETATIVE COVER FOR PROPER EROSION AND SEDIMENT CONTROL
0] (0 [o]
NOTES) STABILIZATION | jan. FEB. | MAR | APR MAY JUNE | Juy | AuG. | SEPT.| ocT. | Nov. | DEC.
1. Fitter fabric shall meet the requirement of material specification TYPE
992 GEOTEXTILE tobte 1 or 2, closs I, with on EOS of at least 30 for PERMANENT a A
norwoven and 50 for waven. SEEDING
2. The wire mesh shall have a meximum opening of at teast 6 Inches.
ltr;:ll:it drainage orea to the inlet protection to 1 ocre. — ggggﬁg‘- B A
brofet, I1L-560
Checked seEr 1o 1 TEMPORARY B
fpproved Dute e e ves Cormrreter e M seevns SEEDING
ER.BLANKET/ |p B
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MULCHING ¢
A- CLASS | IDOT SEEDING
B- CLASS | IDOT SEEDING
C-MULCH
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